Apr. 266 — IPEJJOXPAHUTEJIbHbI Icm
KJIATIAH TEMIIEPATYPbI U

Focnalogio per 1 riscoldamento]

JABJIEHUS [Toumiecros onvcawne scors orc_|

PYHKLUA

MpenoxpaHUTenbHbIA  KranaH TemnepaTypbl W OaBneHuss cpabartbiBaeT Ang
cbpoca ropsiyert Bogbl U3 HaKONUTENbLHOro 6aka Npu NpPeBbILLEHUN TEMMEPATYPLI B
100°C w/vnn npy NpeBbIlIEHNM HOMUHANBLHOIO HACTPOEHHOrO AABIEHMS.

KnanaH 3akpblBaeTcd, Korda pfasneHve wu/unu TemnepaTypa CHWXawTca [0
HaCTPOEHHbLIX 3HAYEHUN.

KnanaH cpabaTbiBaeT npu OOCTWXEHUW TemnepaTypbl B npegenax ot 98°C

0o100°C.

nPoaykKuua

Apt. 266

91266ADAF 1/2M X 1/2F 3 BAR 91266AEAF 3/4M X 3/4F 3 BAR
91266ADAN 1/2M X 1/2F 6 BAR 91266AEAN 3/4M X 3/4F 6 BAR
91266ADAQ 1/2M X 1/2F 8 BAR 91266AEAQ 3/4M X 3/4F 8 BAR

TEXHUWYECKUE XAPAKTEPUCTUKHU

MaTtepuansl.
Kopnyc JlatyHb CW 617 N - UNI EN 12165
LTok Jlatynb CW 614 N - UNI EN 12164
3aTtBOp 1 MeMbpaHa EPDM .
MpyxunHa Cranb UNI EN 10270-1 SH m
Pyuyka ynpaBneHus PAGGF :
TexHu4Yeckue nokasatenu:
HomuHanbHOe gaBneHne PN10 o [Z)
MoTteHuunan cpabaTtbiBaHus 1/2” 10 kW

3/4" 25 kW 1L
Paboyas »unakoctb Bopa/cmech Boga v rnukonb makc. 50% | |
HacTtpoiku: ! ”_“
Temnepatypa 100°C
[aeneHune 3—-6-8bhar -
PA3MEPbLI

M= HapyxHas pe3bba; F= BHyTpeHHAA pe3bba. F
Kon, A B C[DIJE]J[F A |

90266AD05 | G1/2"M | G1/2"F | 80 | 54 | 33 | 24
90266AEQ5 | G3/4"M | G3/4"F | 90 | 54 | 40 | 25

YCTAHOBKA
PekomeHO0OBaHa yCTaHOBKA TOMbKO KBaNMULMPOBaHHbLIM TEXHUYECKMM NEPCOHANIOM C ycrioBMeM cobnogeHus
KOPPEKTHbIX HACTPOEK BCEW CUCTEMDI.

MOHTAX

MpenoxpaHnTenbHbIV KranaH AOJPKEH YCTaHaBNMBATLCA CBEPXY HAKOMUTENbHOro 6aka ¢ ropsayven Bo4ow.
YBegutech, 4YTO TENNIOYYBCTBUTENbHbIV 30H, MOTPY>XEH B HAKOMUTENbHbIV Bak.

He ycTaHaBnuBanTe KnanaH py4kon BHU3, 3TO MOXET MPUBECTU K 3acOpy KranaHa u HapyLuT ero pabory.
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